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CORRIDOR DEMO:
REMOVE ALL LIGHTING, 

FLOOR & CEILING 
FINISHES. WALLS & 

DOORS TO BE REMOVED 
AS INDICATED 

EMR DEMO:  ELEVATOR 
CONTROL TO BE RELOCATED. 
REFER TO A201 & MEP DWGS   

REMOVE CANOPY COMPLETE     

A104

2

MECHANICAL RM DEMO REFER 
TO M.E.P. DWGS 

MECHANICAL RM DEMO REFER 
TO M.E.P. DWGS 

MECHANICAL RM DEMO 
REFER TO M.E.P. DWGS 

REMOVE EXISTING EXTERIOR WINDOW 
AND PREP TO RECEIVE NEW SECURITY 

TRANSACTION WINDOW

EXISTING PARKING GARAGE

TOILET RM

TOILET RM

LOBBY

CENTRAL 
STAIRS

SECURITY 
VESTIBULE

OFFICE

TEEN 
CENTER

KITCHEN

MECH RM.

MECH RM.
MECH CL

GIRL'S 
LOCKER RM

BOY'S 
LOCKER RM

EMRELEV CL

CORRIDOR

MECH RM.

FILTER RM.

FIELDHOUSE WEST STAIR DEMO:
REMOVE CONCRETE STAIRS & 
STEEL RAILINGS.   

STOR

JAN

BUILDING FOOTPRINT ABOVE

PARKING GARAGE DEMO: 
LOCATING & RESOLVING 
STORMDRAIN ISSUE 
CAUSING FLOODING. 

IN ORIGINAL BUILDING, REMOVE 
EXISTING, PERIMETER, INTERIOR FINISH 
SURFACES ABUTTING EXTERIOR WALLS 

AS APPLICABLE IN PREPARATION TO 
RECEIVE NEW FURRING WALLS AND 

INSULATION, MIN R-13 + R-7.5 ci. REFER 
TO NEW CONSTRUCTION PLANS.

REMOVE EXISTING WINDOWS 
AND ALL RELATED FRAMING. 

PREPARE AREAWAYS TO BE INFILLED

A912
3

DENOTES EXISTING CONSTRUCTION
TO BE DEMOLISHED (U.N.O.).

2

DEMOLITION NOTES

DENOTES EXISTING WALL TO REMAIN3

PRIOR TO ANY DEMOLITION CONTRACTORS ARE 
REQUIRED TO BE FAMILIAR WITH EXISTING 
CONDITIONS. SHORING MAY BE NEEDED 
INCLUDING INSTALLATION OF LINTELS PRIOR TO 
THE REMOVAL OF ANY BUILDING ELEMENT.

4

MOST EXISTING INTERIOR WALLS 
ARE OF MASONRY CONSTRUCTION 
w/ CEMENT PLASTER & LATH.
MOST EXISTING EXTERIOR WALLS 
ARE BRICK w/ BLOCK BACKUP & 
SOME HAVE INNER WYTHE OF 
BLOCK w/ CEMENT PLASTER & LATH.

COORDINATE ALL DEMOLITION w/ M.E.P. 
REMOVALS.  NOTE: ALL WIRING, DEVICES & M.E.P. 
SYSTEMS NOT BEING REMOVED AS PART OF THE 
WORK, WHICH RUN THROUGH THE WORK AREA, 
SHALL BE TESTED, LABELED & PROTECTED FROM 
DISTURBANCE SO THEY REMAIN OPERATIONAL 
THROUGHOUT THE PROJECT.

5

1 DENOTES AREA OF NO MAJOR 
ARCHITECTURAL WORK. SPECIFIC 
WORK MAY BE SHOWN 
ELSEWHERE INCLUDING WORK 
THAT MAY REQUIRE ACCESS, 
PATCHING & RESTORATION, REFER 
TO STRUCTURAL & M.E.P. DWGS.

PROVIDE STRICT CONTROL OF JOB CLEANING 
AND PREVENT DUST AND DEBRIS FROM 
REMAINING FROM DEMOLITION/ CONSTRUCTION 
AREA. KEEP AREA CLEAN.

6

IN PARTITIONS TO BE REMOVED, REMOVE AND 
CAP ALL OUTLETS, SWITCHES, WIRES 
THERMOSTATS, ETC. TO THEIR SOURCE AS 
REQUIRED.

7

REMOVE ALL EXISTING IRREGULAR MATERIALS 
WHICH CAUSE RISES OR DEPRESSIONS IN 
FLOORING SURFACE, SUCH AS FASTENERS, 
OUTLET CORES, COVER PLATES, RESILIENT 
FLOOR COVERINGS, CARPET, CARPET PAD, 
FLASH PATCH, CONCRETE FILL, PLYWOOD, ETC.

8

DEMOLITION IS NOT NECESSARILY LIMITED TO 
WHAT IS SHOWN ON DRAWINGS.  THE INTENT IS 
TO INDICATE THE GENERAL SCOPE OF 
DEMOLITION REQUIRED TO COMPLETE THE 
WORK IN ACCORDANCE WITH THE CONTRACT 
DRAWINGS. CONTRACTORS SHALL VISIT SITE & 
FAMILIARIZE THEMSELVES WITH EXISTING 
CONDITIONS & NOTE ANY DISCREPANCIES IN 
WRITING TO PROJECT MANAGER & ARCHITECT.

9

ALL CEILING AND LIGHTING TO BE REMOVED IN 
AREAS SHOWN IN CONTRACT.

10

ALL FLOOR AND WALL BASE TO BE REMOVED IN 
AREAS SHOWN IN CONTRACT.

11
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  REMOVE STAGE, STAGE STAIRS, 
STAGE CURTAIN, AND CURTAIN ROD    

REMOVE ICE HOCKEY BOARDS, 
BLEACHERS, BENCHES, TYP

REMOVE CANOPY COMPLETE   

REMOVE CONCRETE STAIRS & 
STEEL RAILINGS   

POOL DEMO : ALL LIGHTING 
TO BE REMOVED

A104

2

REMOVE CONCRETE STAIRS & 
STEEL RAILINGS ASINDICATED. 
CONCRETE SLAB TO BE REMOVED.   

REMOVE EXISTING WINDOWS AND PREP 
FOR NEW. SEE EXTERIOR ELEVATIONS.

TOILET RM

TOILET RM

CENTRAL 
STAIRS

ELEV

SPORTS 
LOUNGE

FIELDHOUSE POOL

LOBBY

GYM

OFFICE OFFICE

OFFICEOFFICE

OFFICE

CONF.

AUDITORIUM / GAME RM

STAGE

STOR

POOL VEST

STOR

PH RM SANITIZER 
RM

POOL VEST

STOR

POOL 
EQUIPMENT RM.

POOL 
OFFICE

OFFICE

STORAGE

ZAMBONI

GIRL'S 
TOILET RM

BOY'S 
TOILET RM

JAN

IN ORIGINAL BUILDING, REMOVE EXISTING, 
PERIMETER, INTERIOR FINISH SURFACES 

ABUTTING EXTERIOR WALLS AS APPLICABLE 
IN PREPARATION TO RECEIVE NEW FURRING 
WALLS AND INSULATION, MIN R-13 + R-7.5 ci. 

REFER TO NEW CONSTRUCTION PLANS.

WOOD FLOORING TO REMAIN. 
REMOVED EXISTING GYM LINES 
AND PREPARE TO BE REFINISHED.

6

A409

2

A409
3

DENOTES EXISTING CONSTRUCTION
TO BE DEMOLISHED (U.N.O.).

2

DEMOLITION NOTES

DENOTES EXISTING WALL TO REMAIN3

PRIOR TO ANY DEMOLITION CONTRACTORS ARE 
REQUIRED TO BE FAMILIAR WITH EXISTING 
CONDITIONS. SHORING MAY BE NEEDED 
INCLUDING INSTALLATION OF LINTELS PRIOR TO 
THE REMOVAL OF ANY BUILDING ELEMENT.

4

MOST EXISTING INTERIOR WALLS 
ARE OF MASONRY CONSTRUCTION 
w/ CEMENT PLASTER & LATH.
MOST EXISTING EXTERIOR WALLS 
ARE BRICK w/ BLOCK BACKUP & 
SOME HAVE INNER WYTHE OF 
BLOCK w/ CEMENT PLASTER & LATH.

COORDINATE ALL DEMOLITION w/ M.E.P. 
REMOVALS.  NOTE: ALL WIRING, DEVICES & M.E.P. 
SYSTEMS NOT BEING REMOVED AS PART OF THE 
WORK, WHICH RUN THROUGH THE WORK AREA, 
SHALL BE TESTED, LABELED & PROTECTED FROM 
DISTURBANCE SO THEY REMAIN OPERATIONAL 
THROUGHOUT THE PROJECT.

5

1 DENOTES AREA OF NO MAJOR 
ARCHITECTURAL WORK. SPECIFIC 
WORK MAY BE SHOWN 
ELSEWHERE INCLUDING WORK 
THAT MAY REQUIRE ACCESS, 
PATCHING & RESTORATION, REFER 
TO STRUCTURAL & M.E.P. DWGS.

PROVIDE STRICT CONTROL OF JOB CLEANING 
AND PREVENT DUST AND DEBRIS FROM 
REMAINING FROM DEMOLITION/ CONSTRUCTION 
AREA. KEEP AREA CLEAN.

6

IN PARTITIONS TO BE REMOVED, REMOVE AND 
CAP ALL OUTLETS, SWITCHES, WIRES 
THERMOSTATS, ETC. TO THEIR SOURCE AS 
REQUIRED.

7

REMOVE ALL EXISTING IRREGULAR MATERIALS 
WHICH CAUSE RISES OR DEPRESSIONS IN 
FLOORING SURFACE, SUCH AS FASTENERS, 
OUTLET CORES, COVER PLATES, RESILIENT 
FLOOR COVERINGS, CARPET, CARPET PAD, 
FLASH PATCH, CONCRETE FILL, PLYWOOD, ETC.

8

DEMOLITION IS NOT NECESSARILY LIMITED TO 
WHAT IS SHOWN ON DRAWINGS.  THE INTENT IS 
TO INDICATE THE GENERAL SCOPE OF 
DEMOLITION REQUIRED TO COMPLETE THE 
WORK IN ACCORDANCE WITH THE CONTRACT 
DRAWINGS. CONTRACTORS SHALL VISIT SITE & 
FAMILIARIZE THEMSELVES WITH EXISTING 
CONDITIONS & NOTE ANY DISCREPANCIES IN 
WRITING TO PROJECT MANAGER & ARCHITECT.

9

ALL CEILING AND LIGHTING TO BE REMOVED IN 
AREAS SHOWN IN CONTRACT.

10

ALL FLOOR AND WALL BASE TO BE REMOVED IN 
AREAS SHOWN IN CONTRACT.

11
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FOR USE ON THIS PROJECT. NONE OF SUCH IDEAS, DESIGNS, ARRANGEMENTS 

OR PLANS SHALL BE USED BY OR DISCLOSED TO ANY PURPOSE WHATSOEVER 

WITHOUT THE WRITTEN PERMISSION OF (KG&D).

WRITTEN DIMENSIONS ON THIS DRAWING SHALL HAVE PRECEDENCE OVER 

SCALED DIMENSIONS. CONTRACTOR SHALL VERIFY ALL ACTUAL DIMENSIONS 

AND CONDITIONS ON THE JOB AND THE ARCHITECT MUST BE NOTIFIED OF ANY 

VARIATIONS FROM DIMENSIONS AND CONDITIONS SHOWN. SHOP DETAILS MUST 

BE SUBMITTED TO THIS OFFICE FOR APPROVAL BEFORE PROCEEDING WITH 

FABRICATION.  

ALTERATIONS BY ANY PERSON, IN ANY WAY, OF ANY ITEM CONTAINED ON THIS 

DOCUMENT, UNLESS ACTING UNDER THE DIRECTION OF THE LICENCED 
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OF TITLE VII, SECT. 69.5 (b) OF NEW YORK STATE LAW.
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